
ENGINEERED FRP SOLUTIONS

GLOWING WIRE TEST REPORT
FRP cross arm flammability screening summary 

GWFI

960 / 3.3
IEC 60695-2-12

TEST SNAPSHOT

Sample Specification

Test Item Method

REPORT DETAILS

Customer DM Composites

Sample Description Yellow plastic plate

Pre-treatment 48 h / 23±2 °C / 40-60%RH

Lab Environment 15-35 °C / ≤75%RH

TEST RESULT
All three test samples were tested at 960 °C and recorded conforming

criteria b) results.

Sample Test Temp.
(°C)

tA
(s)

tR
(s)

Criteria
a)

Criteria
b)

1 960 30 3 -- Conforming

2 960 30 5 -- Conforming

3 960 30 3 -- Conforming

GWFI 960 / 3.3

TEST PHOTOS

Before Test After Test

EQUIPMENT

Equipment Glowing Wire Tester

Model ZRS-A

Equipment No. P-227
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FRP Cross Arm 100 × 100 ×
2100 mm

Glowing-Wire
Test

IEC 60695-2-12

Criteria: tA is the glow-wire application time. tR is the longest sustained flaming or glowing combustion after removal. Conforming indicates the
sustained flame/glow extinguished within 30 seconds and the wrapping tissue did not ignite.
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